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SE125 SERIES Cross Section Installation Drawing
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Photometric Data Candlepower Average Luminance in
Distribution Footlamberts
Zonal Cavity Coefficient of Utilization
I.T.L. Test No. [TL37549, Product Catalog Number: SE-125-2PL13-A Average Brightness
Lamps: Two 13 watt twin tube compact fluorescent, each rated 900 lumens Vertical |Norm Para
Floor 20% Angles '
Ceilings 80% 70% 50% 45° 2020 1661
Walls(%) 70 50 30 10 70 50 30 10/ 50 30 10 ' 55° 1304 1170
0 70 70 70 70| 68 68 68 68|65 65 65 65° 990 991
1 65 63 61 59|63 61 60 58|59 57 58 75° 959 1002
2 61 57 54 51|50 66 53 50|54 51 49 85° 996 1198
3 56 51 48 45| 55 51 47 44149 46 43
4 53 47 43 40| 51 46 42 39|45 42 3 ikl s o Mai
5 49 43 38 35|48 42 38 3B |4 37 3B S c"""'"g F:'t“:;
6 46 39 35 31|45 39 34 31|38 4 3N £ L85 =
7 42 36 31 28| 41 35 31 28|34 30 28 58.5% 1.3 85%
8 40 33 28 25|39 32 28 25|31 28 25 ‘
9 37 30 2% 2|36 29 2 22|29 25 22
10 34 27 23 0|34 27 23 20|26 23 AN 0 15° 300
Ordering Information Example: SE-WL-125-2PL9-A-S55-120V
se[  [-92. | o
TYPES Lamps Lens/Shielding* Options Voltage
WL = Suitable For 150 = One 150W A21 A= 125 Prismatic Acrylic AL = 050" Aluminum Housing, 120 = 120 Volts
Wet Location 2PL9 = Two PL9 B =.125 DR Prismatic Acrylic 050" Aluminum Door 277 = 277 Volts
DL = Suitable For 2PL13 = Two PL13 C = .140 DR Prismatic Acrylic SS =20 GA Stainless Housing, 347 = 347 Volts
Damp Location 2PL26 = Twa 26W Quad D =187 DR Prismatic Acrylic 18 GA Stainless Door**
1PLT32 = One 32 Watt E = .125 Prismatic Polycarbonate LLE = Lamp Life Extender
Triple Tube F = 187 Prismatic Polycarbonate
1PLT42 = One 42 Watt G =156 Prismatic Tempered Glass
Triple Tube H = .156 Prismatic Polycarbonate
UV =007 UV Absorbing Overlay
Fixture Type: Voltage:
Catalog No.: ; Notes:
* Laminates availahle upon request
Job Name: Palycarbonate, acrylic and laminate
lenses are not recommended for
Approved by: incandescent applications.
' ** Exposed surfaces are brushed finish

Z7 MORLITE SYSTEMS, INC, 1805 Pittsburgh Avenue Erie, PA 16502  Phone 814/453-2229  FAX 814/453-2602



