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Installation Drawing
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Ordering Information

TYPES

WL = Suitable For
Wet Location

DL = Suitable For

Damp Location

< For Octron (1-8)
lamps change desig-
nation to the proper
wattage.

Ex.: 240 10 232, 220
to 217.

L

Lamps &
2' Length
140U = One F40UG
220 = Two F20T12
320 = Three F20T12
140BX = One F40BX
240BX = Two F40BX
3’ Length
Upon request
4' Length
240 = Two F40T12
340 = Three F40T12

Fixture Type:

Voltage:

Catalog No.:

Job Name:

Approved by:

Example: SE-WL-14-240-A- EMG - 120V

Lens/Shielding
A= 125 Prismatic Acrylic

"B =125 DR Prismatic Acrylic
C=.140 DR Prismatic Acrylic
D =187 DR Prismatic Acrylic
E = .125 Prismatic Polycarbonate
F = .187 Prismatic Polycarbonate
G =.156 Prismatic Tempered Glass
H =156 Prismatic Polycarbonate
UV = .007 UV Absarbing Overlay

Options
SS =20 GA Stainless Stesl
Body, 18 GA Stainless
Steel Door*
AL = 050" Aluminum Body,
050" Aluminum Door
T = Low Temperature
Ballast
EMG = Emargency Battery Pack
PL = PL Fluorescent
Night Light (HPF™
FNL = F6T5 Fluorescent
Night Light
EB = Electronic Ballast
GLR = HLR/GLR Fusing
DB = Dimming Ballast
TP = Tamperproof Security
Screws
Pl = Prisms Inverted
HO = High Qutput Lamps
{requires 6" deep
housing)
Notes:

* Exposed surfaces are brushed finish

** Specify 5, 7 or 9 watt

.

Voltage

120 = 120 Volts
277 = 277 Volts
347 = 347 Volts
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