


MORLIITE ENVIRONMENTAL

SE188 SERIES Cross Section Installation Drawing
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Photometric Data Candlepower Average Luminance in
Distribution Footlamberts
Zonal Cavity Coefficient of Utilization
I.T.L. Test No. ITL37559, Product Catalog Number: SE-188-175MH-G Average Brightness
Lamps: Clear 175 watt magul base metal halide, horizontal, rated 12000 lumens Vertical |Norm Para
Floor 20% Angles
Ceilings 80% 70% 50% 45° 5985 3822
Walls(%) 70 50 30 10| 70 50 30 10 50 30 10 1200 55° 3849 2308
0 75 75 75 75|74 74 74 74|70 70 70 65° 2146 1859
1 70 68 66 64| 69 67 65 63| 64 62 61 75° 1977 1555
2 66 62 58 56|64 61 58 55|58 56 54 85° 2031 1614
3 61 56 52 49| 60 55 51 48|53 50 47
4a 5 51 47 43| 56 50 46 43 | 49 45 47 - J <
L w8 4
5 53 45 42 38|52 45 41 38|45 41 38 i el
6 50 42 38 34| 48 42 37 34 | 41 37 3
3600
7 % 38 3¢ 30|45 3B/ P/ N|F 3 3 63.2% |14 Bai6
8 43 35 30 27|42 3% 30 27|34 30 Z
9 40 32 27 24|39 32 27 24| 21 A4 )
10 37 29 26 22136 29 25 2128 24 2 ¢ I X
Ordering Information Example: SE-WL - 188 -250 MH -G - TP - 120V
SE - - 188 - - - ) .
TYPES Wattage/Lamp Lens/Shielding* Options Voltage
WL = Suitable For Specify Lamp Wattage _G=.156 Prismatic Tempered Glass SS =20 GA Stainless Housing, 120 = 120 Volts
Wet Location And Type Up To 250 18 GA Stainless Door** 277 = 277 Volts
DL = Suitable For Watts AL = 050" Aluminum Housing, 347 = 347 Volts
Damp Location EX = 250MH .050" Aluminum Door
MH = Metal Halide AUX = Auxiliary Quartz
MV = Mercury Vaper Restrike, Hot or
HPS = High Pressure Cold Start
Sodium TP = Tamper Proof Screws
Pl = Prisms Inverted
Fixture Type: Voltage:
Catalog No.:
Notes:
Job Name: ' * Polycarbonate, acrylic and laminate
lenses are not recommended for HID
Approved by: ' applications.
** Exposed surfaces are brushed finish
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