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Installation Drawing
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Damp Location

<> For Octron (T-8)
lamps change desig-
nation to the proper
wattage.

Ex.: 240 t0 232, 220
t0 217.

340BX = Three FA0BX
440BX = Four F40BX
3’ Length
Upan request
4’ Length
240 = Two F40T12
340 = Three F40T12
440 = Four F40T12

D= .187 DR Prismatic Acrylic

E = .125 Prismatic Polycarbonate
F = 187 Prismatic Polycarbonate
G =156 Prismatic Tempered Glass
H=.156 Prismatic Polycarbonate
UV =.007 UV Absorbing Overlay

Fixture Type:

Voltage:

Catalog No.:

Job Name:

Approved by:

Photometric Data Candlepower Average Luminance in
Distribution Footlamberts

Zonal Cavity Coefficient of Utilization

I.T.L Test No. [TL37570, Product Catalog Number: SE-24-440-A Average Brightness

Lamps: Four F40T12/CW, each rated 3150 lumens Vertical |Norm Para

Floor 20% Angles

Ceilings 80% 70% 50% 45° 1565 1310

Walls(%) 70 50 30 10| 70 50 30 10/ 50 30 10 110 S 2R

0 79 79 19 9|77 777 M| B BB 65° 781 754

1 73 70 68 65|71 69 66 B4 |66 64 62 75° 681 667

2 67 63 59 55|66 61 55 55|59 56 54 85° 1033 1033

3 B2 5 52 48| 61 55 51 47|53 50 47 20

4q 58 50 45 41| 56 55 45 41 | 48 44 4 L s i Maint

5 53 45 40 36|52 45 39 36 43 39 3B ErFia c"a";“g F:"

6 49 41 35 31|48 40 35 31|39 35 31 s 192 aolor

7 5 37 31 2|44 36 31 B|3H 3 27 M 66.0% | 1.4 85%

8 42 33 28 24| 41 33 28 24|32 27 24

9 3 30 24 21|38 29 24 2129 24 21

10 3 27 22 183 27 22 18|26 22 18 0* 15¢ 30°

Ordering Information Example: SE - WL - 24 - 440 - A - EMG - 120V

SE - - 24 - = - -
TYPES Lamps ¢ Lens/Shielding Options Voltage
WL = Suitable For 2’ Length A= 125 Prismatic Acrylic SS =20 GA Stainless Steel 120 = 120 Volts

Wet Location 240U = Two F40UB B =.125 DR Prismatic Acrylic Body, 18 GA Stainless 277 = 7277 Volts

DL = Suitable For 240BX = Two FA0BX C=.140 DR Prismatic Acrylic Steel Door* 347 = 347 Volts

AL = .050" Aluminum Body,
050" Aluminum Door
LT = Low Temperature
Ballast
EMG = Emergency Battery Pack
PL = PL Fluorescent
Night Light (HPF}**
FNL = F6T5 Fluorescent
Night Light
EB = Flectronic Ballast
GLR = HLR/GLR Fusing
DB = Dimming Ballast
TP = Tamperproof Security
Screws
Pl = Prisms Inverted
HO = High Output Lamps
{requires 6" deep
housing)
Notes:
* Exposed surfaces are brushed finish
** Specify 5, 7 or 9 watt
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